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Read manual prior to installation or use 
of this product. Keep manual nearby for 
future reference. Failure to follow 
instructions and safety precautions can 
result in death or serious injury. 

Danger

Model 716F
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Explanation of signal words 
for safety precautions

 

Indicates a hazardous situation which,  
if not avoided, could result in minor or 
moderate injury.

Caut ion

 

Indicates a hazardous situation which,  
if not avoided will result in death or  
serious injury.

Warn ing

Indicates a hazardous situation which,  
if not avoided, will result in death or  
serious injury.

Danger

Safety

Important information
Read this information carefully before use.

Your safety is important to us. Please read 
and follow all safety instructions listed 
inside.

Some of these instructions alert you to 
the potential for personal injury. Cautions 
listed throughout this manual advise of po-
tential practices or procedures which may 
cause damage to your equipment.

Ensure all operators have access to ad-
equate instructions about safe operating 
and maintenance procedures.

Do not exceed the maximum working 
pressure of 1,500 psi (103 bar).

Caut ion

Before every use check all hoses for signs of 
wear, leaks or loose fittings. Tighten all fluid 
connections regularly and replace weak or 
damaged hoses.

Before attempting any repairs or mainte-
nance of this product firstly disconnect the 
air supply from the oil pump, then release 
the oil line pressure by squeezing the lever 
on your oil control gun.

Do not hit the oil control gun if it fails to 
operate. Refer to the troubleshooting 
guide († page 7) or return the unit to 
your nearest authorized service center.

Never point the nozzle at yourself or 
anyone else.

Never exceed the pressure rating of 
any component installed in the system.

Caut ion
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Introduction

Thank you for purchasing a Lincoln oil dis-
pensing gun complete with either a flexible 
or rigid extension. The Lincoln oil dispensing 
guns have been designed for use with en-
gine oil, gear oil, automatic transmission 
fluid, anti-freeze/anti-boil and compatible 
fluids.

Lincoln also manufactures a complete 
range of ratio oil pumps and retractable oil 
hose reels, greasing equipment and acces-
sories to fulfil all your fluid handling and 
greasing needs requirements.

Please read and retain this instruction 
manual to assist you in the operation and 
maintenance of this quality product.

General information
This manual assists you in operating and 
maintaining your new oil control gun. The 
information contained will help you ensure 
many years of dependable performance and 
trouble free operation.

Please take a few moments to read 
through this manual before installing and 
operating your new oil control gun. If you 
experience problems with this product, refer 
to the troubleshooting sections of this man-
ual († page 7). If you require further assis-
tance please contact your local Lincoln dis-
tributor or authorized Lincoln service center.
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Assembly
Use Teflon tape (or suitable thread sealant) 
when connecting the oil control gun to an oil 
hose.

Outlet nozzle 
operation
When fluid flows through the gun the outlet 
nozzle will automatically open. When the 
fluid flow stops the semi-automatic nozzle 
can be shut by pulling the outer sleeve back 
towards the handle.

Handle operation
To latch the handle, squeeze the lever, push 
the button and then release lever.

To release the latch in manual mode sim-
ply squeeze and release lever.

Before carrying out any maintenance 
disconnect the air supply to the pump 
and release the fluid pressure in the sys-
tem by pressing the lever on the control 
gun.

Inspect your oil control gun daily for 
any signs of damage. Replace any dam-
aged parts or components as required.

Caut ion

Assembly and disassembly

Control handle 
disassembly
Use a clean bench to carry out maintenance.

1	 Remove the oil hose from the control gun 
inlet swivel (12).

2	 Unscrew and remove swivel (12), washer 
(10) and o-ring (11) from the control gun 
inlet. (Clean or replace the swivel strainer 
and o-ring if required). 

The swivel is under spring tension.

Caut ion

3	 Remove valve spring (15), seal/valve body 
assembly (14) and plunger (13).

4	 Remove the screw (18), then remove the 
trigger guard (19).

Lever and valve 
removal
1	 Using a 3/4 in. (2,5 mm) allen key, remove 

the two handle screw (5).
2	 Remove lever (6) ease downwards.
3	 Remove the washer (2), o-ring (3), then 

push the valve cam (4) from the gun body 
(1), and remove o-ring (3).
Note: If the plunger has not been  
removed the cam will not release from 
the body.

Control handle 
reassembly
1	 Clean and inspect all parts. Replace any 

suspect, worn or damaged components.
Note: Lightly lubricate the valve cam  
before assembly.

2	 Place o-ring (3) onto valve cam (4).
Note: The cut out section in the middle of 
the valve cam (4) must face the inlet 
swivel (12).

3	 Replace the valve cam (4) into the body (1). 
Note the orientation shown on the  
assembly drawing. Fit the second  
o-ring (3) and washer (2).

4	 Slide lever assembly (6) into position and 
replace the two hex head screws (5).  
(Use Loctite or similar sealant).

5	 Replace plunger (13).
Note: The end hole in the plunger must 
face the gun outlet.

6	 Replace the seal/valve body assembly (14), 
and spring (15) and replace into the gun 
body (1).
Note: Install the spring, small end first.

7	 Re-fit the trigger guard (19) and replace 
screw (18).

8	 Replace washer (10), o-ring (11) on to 
the swivel assembly (12), and screw firmly 
into place (use Loctite or similar sealant).
Note: After assembly ensure the handle 
latch is operating correctly.
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Spare parts list

Item Part number Description

1–9 278177 Handle assembly
11) Body
21) Washer
31) O-ring
41) Camshaft
51) Screw
6 Handle assembly
72) Lever plug
82) Button spring
92) Lever button

10–12 278178 3/4 in. NPT swivel outlet
101) Washer
111) O-ring
12 Swivel assembly

13–17 278210 Valve kit
13 Plunger cage
14 Valve body
151) Spring
161) Strainer
171) O-ring

18–19 278281 Trigger guard kit
18 Screw
19 Trigger guard

20 276281 High flow flex extention 
21 276283 High flow rigid extention

Fig. 1
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1)	Included in 278278 overhaul kit.
2)	Included in 278279 lever button kit.
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Troubleshooting

Condition Cause Remedy

No fluid passing through the gun. Blocked strainer. Clean or replace strainer.
Constant oil leak from the nozzle. Damaged plunger seal. Replace plunger seal (check for damage).
Internittent drip from nozzle. Dirt in the nozzle. Remove the nozzle and flow out any dirt particles, replace if necesssary.

Oil leak from the lever assembly area. Damaged o-rings (3). Replace damaged o-rings.
Low flow rate. Blocked strainer (16). Replace strainer.
Oil leaking form the swivel inlet. Damaged o-ring or swivel. Replace damaged o-ring or swivel.

Product specifications

Flow range 0.26 to 12 gallons/minute (1 to 45 liters/minute)
Maximum pressure 1,500 psi (103 bar)
Swivel inlet 3/4 in. NPT
Outlet 1/2 in. NPT
Weight 1.76 lbs. (0,8 kg)
Wetted parts Aluminum, mild steel, nitrile rubber
Fluid compatibility Engine oil, diesel oil, automatic transmission fluid, 

anti-freeze/anti-boil (maximum viscosity SAE 140)
Maximum temperture 131 °F (55 °C)
Minimum temperature 7 °F (–14 °C)
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Lincoln industrial 
standard warranty
Standard limited warranty
Lincoln warrants the equipment manufac-
tured and supplied by Lincoln to be free 
from defects in material and workmanship 
for a period of one (1) year following the 
date of purchase, excluding there from any 
special, extended, or limited warranty pub-
lished by Lincoln. If equipment is deter-
mined to be defective during this warranty 
period, it will be repaired or replaced, within 
Lincoln’s sole discretion, without charge. 

This warranty is conditioned upon the de-
termination of a Lincoln authorized repre-
sentative that the equipment is defective. To 
obtain repair or replacement, you must ship 
the equipment, transportation charges pre-
paid, with proof of purchase to a Lincoln Au-
thorized Warranty and Service Center within 
the warranty period. 

This warranty is extended to the original 
retail purchaser only. This warranty does not 
apply to equipment damaged from accident, 
overload, abuse, misuse, negligence, faulty 
installation or abrasive or corrosive material, 
equipment that has been altered, or equip-
ment repaired by anyone not authorized by 
Lincoln. This warranty applies only to equip-
ment installed, operated and maintained in 
strict accordance with the written specifica-
tions and recommendations provided by 
Lincoln or its authorized field personnel. 

This warranty is exclusive and is in lieu 
of any other warranties, express or im-
plied, including, but not limited to, the 
warranty of merchantability or warranty 
of fitness for a particular purpose. War-
ranty on items sold by Lincoln, but not 
manufactured by Lincoln are subject to 
the warranty consideration, if any, of 
their manufacturer (such as hoses, hy-
draulic and electric motors, electrical 
controllers, etc.) Assistance in making 
such warranty claims can be offered as 
required. 

In no event shall Lincoln be liable for inci-
dental or consequential damages. Lincoln’s 
liability for any claim for loss or damages 
arising out of the sale, resale or use of any 
Lincoln equipment shall in no event exceed 
the purchase price. Some jurisdictions do 
not allow the exclusion or limitation of inci-
dental or consequential damages, therefore 
the above limitation or exclusion may not 
apply to you.

This warranty gives you specific legal 
rights. You may also have other rights that 
vary by jurisdiction.

Customers not located in the Western 
Hemisphere or East Asia: Please contact 
Lincoln GmbH and Co. Kg, Walldorf,  
Germany, for your warranty rights.

Special limited warranties 

Special limited 2 year warranty 
sl-v series, single injectors-85772, 
85782, and replacement injectors-85771, 
85781
Lincoln warrants the SL-V Injector series to 
be free from defects in material and work-
manship for two (2) years following the date 
of purchase. If an injector model (single or 
replacement) is determined to be defective 
by Lincoln, in its sole discretion, during this 
warranty period, it will be repaired or re-
placed, at Lincoln’s discretion, without 
charge. 

Special limited 5 year warranty 
series 20, 25, 40 bare pumps, pmv bare 
pumps, heavy duty and 94000 series bare 
reels
Lincoln warrants series 20, 25, 40 bare 
pumps, PMV bare pumps, Heavy Duty 
(82206), Mini Bench (81133, 81323), and 
all 94000 LFR series (single arm and dual 
arm) bare reels to be free from defects in 
material and workmanship for five (5) years 
following the date of purchase. If equipment 
is determined by Lincoln, in its sole discre-
tion, to be defective during the first year of 
the warranty period, it will be repaired or re-
placed at Lincoln’s discretion, without 
charge. In years two (2) and three (3), the 
warranty on this equipment is limited to re-
pair with Lincoln paying parts and labor 
only. In years four (4) and five (5), the war-
ranty on this equipment is limited to repair 
with Lincoln paying for parts only. 

Special limited 5 year warranty- 
limited oil meters, limited fluid control 
valves, aod (air-operated diaphragm 
pumps)
Lincoln warrants the 712 series control 
valves, 912 series lube meters, electronic 
lube meters (980. 981, 982 series), our 
universal inline digital meters (812/813  
series), and our AOD pump offering to be 
free from defects in material and workman-
ship for five (5) years following the date of 
purchase. If either is determined to be  
defective by Lincoln, in its sole discretion, 
during the warranty period, they will be  
repaired or replaced, at Lincoln’s discretion, 
without charge.

Special DEF (diesel exhaust fluid) limited 
warranty
DEF products are warranted to be free from 
defects in material and workmanship for a 
period of one (1) year following the date of 
purchase. The following exceptions to the 
standard warranty period are in effect:

•	 85700-30/85700-50 DEF hose reels 
(bare reel only),
277251/277252 AC DEF pumps, and 
277256 and 277257 DEF meters are 
warranted for two (2) years from date of 
purchase.

•	 85623 DEF AOD  
(air operated diaphragm) pumps 
are covered under the standard five (5) 
year AOD pump warranty.  

If either is determined to be defective by 
Lincoln, in its sole discretion, during the 
warranty period, they will be repaired or  
replaced, at Lincoln’s discretion, without 
charge.

Lincoln Industrial contact information
To find Lincoln Industrial’s Nearest Service 
Center call one of the following number;
customer service 314-679-4200
or you may also use our website
lincolnindustrial.com
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systems

Mechatronics Services

The Power of Knowledge Engineering

Drawing on five areas of competence and application-specific expertise amassed over more than 100 
years, SKF brings innovative solutions to OEMs and production facilities in every major industry world-
wide. These five competence areas include bearings and units, seals, lubrication systems, mechatronics 
(combining mechanics and electronics into intelligent systems), and a wide range of services, from 3-D 
computer modelling to advanced condition monitoring and reliability and asset management systems. 
A global presence provides SKF customers uniform quality standards and worldwide product availability.

lincolnindustrial.com skf.com/lubrication


