
Read manual prior to installation or use 
of this product. Keep manual nearby for 
future reference. Failure to follow 
instructions and safety precautions may 
result in death or serious injury. 
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Repair
Disassembly

1	 Refer to fig. IPB 1, page 2  and remove 
nozzle cap (1).

2	 Pull the stopper (3) from the nozzle (1).
3	 Remove the o-ring (4) from the  

stopper (3).
4	 Using a pair of pliers, remove the slotted 

spring pin (6).
5	 Remove the plunger (5) from the  

piston (7).
6	 Hold the handle (13) and using a small 

screwdriver, turn the piston (7) counter-
clockwise and remove the piston from 
the body (10).

7	 Remove the spring (8) from the  
piston (7).

8	 Using a prying tool, remove the two o-
rings (18) from the piston (7). 
Remove the o-ring (9) from the  
body (10).

End of procedure

Assembly
1	 Install a new o-ring (9) onto the body 

(10) of the spigot.
2	 Install the two o-rings (18) onto the 

piston (7).
3	 Slide the spring (8) onto the piston (7).
4	 Position the body (10) under the handle 

(13) and insert the piston (7) through 
the body (10).

5	 Thread the piston into the handle (13)  
and tighten hand tight.

6	 Install the plunger (5) onto the  
piston (7).

7	 Insert a new slotted spring pin (6) into 
the piston (7).

8	 Install a new o-ring (4) onto the  
stopper (3).

9	 Insert the stopper (3) into the nozzle (1).
10	 Thread nozzle cap (1) onto the body 

(10) and tighten hand tight.
End of procedure.

Table 1

Specifications

Internal threads 3/4 in. NPT
External threads 1/2 in. NPT
Pressure rating 750 psi (51,7 bar)

Table 2

Kit 278550 parts list

Description Part no. Qty.

O-ring ORG/BS023 1
Plunger PGR/OT 1
Slotted spring Pin SSP/3.0 x 0.6 x 10.0 1

Slotted spring Pin SSP/4.0 x 0.8 x 35.5 1
O-ring ORG/BS125 1
O-ring ORG/BS008 2

Spring* SPR/B/OT 1

Table 3

Kit 278551 parts list

Description Part no. Quantity

O-ring ORG/V/BS023 1
Plunger PGR/V/OT 1
Slotted spring pin SSP/3.0 x 0.6 x 10.0/SS 1

Slotted spring pin SSP/4.0 x 0.8 x 35.5 1
O-ring ORG/V/BS125 1
O-ring ORG/V/BS008 2

Spring* SPR/OBT/WF 1

Fig. 1

Part number Description

277564 Locking oil spigot, for petroleum based fluids
277565 Non-locking oil spigot, for petroleum based fluids
278549 Non-locking spigot for water based fluids such as washer fluid or coolant

4.41 in.
(112 mm)

6.69 in.
(170 mm)

2.56 in.
(65 mm)

5.51 in.
(140 mm)

2.34 in.diameter
(59,5 mm)

1.85 in. diameter
(47 mm)

0.27 in. 
(6,9 mm)

(3 x)   /  -20 nut

/  x 14 NPT

/  x 14 NPT

(3 x)   /  -20 x 0.63 in. screw
        (16 mm)

(3 x)

1
2

1 4

3 4

1 4

* Indicates change
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Table 4

Seal repair kit

Model Part number Wetted part material

277564
277565

2785501) Carbon steel, aluminum, nitrile rubber

278549 2785512) Stainless steel, aluminum, vitron seal

Wetted components Steel, aluminum and
nitrile rubber 

 
1)	 For use with petroleum based fluids.
2)	 For use with speciality fluids for example, windshield wiper fluid and anti-freeze.

Fig. 1 IPB

1 Cap nozzle
2 Filter
3 Stopper

4 O-ring
5 Plunger
6 Slotted spring pin

7 Piston
8 Spring
9 O-ring
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11 Spring
12 Connector

13 Handle
14 Knob
15 Slotted spring pin

16 Pipe
17 Coupling
18 O-ring
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Lincoln industrial 
standard warranty
Standard limited warranty
Lincoln warrants the equipment manufac-
tured and supplied by Lincoln to be free 
from defects in material and workmanship 
for a period of one (1) year following the 
date of purchase, excluding there from any 
special, extended, or limited warranty pub-
lished by Lincoln. If equipment is deter-
mined to be defective during this warranty 
period, it will be repaired or replaced, within 
Lincoln’s sole discretion, without charge. 

This warranty is conditioned upon the  
determination of a Lincoln authorized rep-
resentative that the equipment is defective. 
To obtain repair or replacement, you must 
ship the equipment, transportation charges 
prepaid, with proof of purchase to a Lincoln 
Authorized Warranty and Service Center 
within the warranty period. 

This warranty is extended to the original 
retail purchaser only. This warranty does not 
apply to equipment damaged from accident, 
overload, abuse, misuse, negligence, faulty 
installation or abrasive or corrosive material, 
equipment that has been altered, or equip-
ment repaired by anyone not authorized by 
Lincoln. This warranty applies only to equip-
ment installed, operated and maintained in 
strict accordance with the written specifica-
tions and recommendations provided by 
Lincoln or its authorized field personnel. 

This warranty is exclusive and is in lieu 
of any other warranties, express or  
implied, including, but not limited to, the 
warranty of merchantability or warranty 
of fitness for a particular purpose. War-
ranty on items sold by Lincoln, but not 
manufactured by Lincoln are subject to 
the warranty consideration, if any, of 
their manufacturer (such as hoses,  
hydraulic and electric motors, electrical 
controllers, etc.) Assistance in making 
such warranty claims can be offered as 
required. 

In no event shall Lincoln be liable for inci-
dental or consequential damages. Lincoln’s 
liability for any claim for loss or damages 
arising out of the sale, resale or use of any 
Lincoln equipment shall in no event exceed 
the purchase price. Some jurisdictions do 
not allow the exclusion or limitation of inci-
dental or consequential damages, therefore 
the above limitation or exclusion may not 
apply to you.

This warranty gives you specific legal 
rights. You may also have other rights that 
vary by jurisdiction.

Customers not located in the Western 
Hemisphere or East Asia: Please contact 
Lincoln GmbH and Co. Kg, Walldorf,  
Germany, for your warranty rights.

Special limited warranties 

Special limited 2 year warranty 
SL-V series, single injectors–85772, 
85782, and replacement injectors–85771, 
85781
Lincoln warrants the SL-V Injector series to 
be free from defects in material and work-
manship for two (2) years following the date 
of purchase. If an injector model (single or 
replacement) is determined to be defective 
by Lincoln, in its sole discretion, during this 
warranty period, it will be repaired or  
replaced, at Lincoln’s discretion, without 
charge. 

Special limited 5 year warranty 
series 20, 25, 40 bare pumps, pmv bare 
pumps, heavy duty and 94000 series bare 
reels
Lincoln warrants series 20, 25, 40 bare 
pumps, PMV bare pumps, heavy duty 
(82206), mini bench (81133, 81323), and 
all 94000 LFR series (single arm and dual 
arm) bare reels to be free from defects in 
material and workmanship for five (5) years 
following the date of purchase. If equipment 
is determined by Lincoln, in its sole discre-
tion, to be defective during the first year of 
the warranty period, it will be repaired or  
replaced at Lincoln’s discretion, without 
charge. In years two (2) and three (3), the 
warranty on this equipment is limited to re-
pair with Lincoln paying parts and labor 
only. In years four (4) and five (5), the war-
ranty on this equipment is limited to repair 
with Lincoln paying for parts only. 

Special limited 5 year warranty– 
limited oil meters, limited fluid control 
valves, aod (air-operated diaphragm 
pumps)
Lincoln warrants the 712 series control 
valves, 912 series lube meters, electronic 
lube meters (980, 981, 982 series), our 
universal inline digital meters (812/813  
series), and our AOD pump offering to be 
free from defects in material and workman-
ship for five (5) years following the date of 
purchase. If either is determined to be  
defective by Lincoln, in its sole discretion, 
during the warranty period, they will be  
repaired or replaced, at Lincoln’s discretion, 
without charge.

Special DEF (diesel exhaust fluid) limited 
warranty
DEF products are warranted to be free from 
defects in material and workmanship for a 
period of one (1) year following the date of 
purchase. The following exceptions to the 
standard warranty period are in effect:

•	 85700-30/85700-50 DEF hose reels 
(bare reel only),
277251/277252 AC DEF pumps, and 
277256 and 277257 DEF meters are 
warranted for two (2) years from date of 
purchase.

•	 85623 DEF AOD  
(air operated diaphragm) pumps 
are covered under the standard five (5) 
year AOD pump warranty.  

If either is determined to be defective by 
Lincoln, in its sole discretion, during the 
warranty period, they will be repaired or  
replaced, at Lincoln’s discretion, without 
charge.

Lincoln Industrial contact information
To find Lincoln Industrial’s nearest service 
center call the following number;
customer service 314-679-4200
(international number 01-314-679-4200)
or you may also use our website
www.lincolnindustrial.com
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®	SKF is a registered trademark of the SKF Group.

®	Lincoln is a registered trademark of Lincoln Industrial Corp.

©	SKF Group 2013
The contents of this publication are the copyright of the publisher and may not be reproduced (even extracts) unless prior written permis-
sion is granted. Every care has been taken to ensure the accuracy of the information contained in this publication but no liability can be 
accepted for any loss or damage whether direct, indirect or consequential arising out of the use of the information contained herein.
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Mechatronics Services

The Power of Knowledge Engineering

Drawing on five areas of competence and application-specific expertise amassed over more than 100 
years, SKF brings innovative solutions to OEMs and production facilities in every major industry world-
wide. These five competence areas include bearings and units, seals, lubrication systems, mechatronics 
(combining mechanics and electronics into intelligent systems), and a wide range of services, from 3-D 
computer modelling to advanced condition monitoring and reliability and asset management systems. 
A global presence provides SKF customers uniform quality standards and worldwide product availability.

lincolnindustrial.com skf.com/lubrication


